
AJ25 Conduit extension Green
AJ25

Extended Product Type AJ25

Product ID 2TKA160012G1

EAN 6410011301258

Catalog Description AJ25 Conduit extension Green

Long Description

Conduit extension AJ25 is used to lengthen plastic conduits in flush mounting
installations in new buildings and in prefabricated building elements. It has a locking

device which provides a joint that is almost as durable as a continuous conduit. Made
of halogen free material (IEC/61249-2-21).

General Information

PRODUCT-DETAILS

Technical
UntreatedSurface Finishing

PlasticMaterial

Non-SealingMaterial of Seal

Plug-inModel Number

GreenColor

Environmental
Following EU Directive 2002/95/EC August 18, 2005 and amendmentRoHS Status

9AKK106713A4634RoHS Information

9AKK106713A4634REACH Declaration
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Dimensions
0.028 mProduct Net Width

0.032 mProduct Net Height

0.08 mProduct Net Depth /
Length

0.0133 kgProduct Net Weight

Ordering
50 pieceMinimum Order Quantity

box 50 piecePackage Level 1 Units

0.67 kgPackage Level 1 Gross
Weight

1130125E-Number (Finland)

1400330E-Number (Sweden)

Certificates and Declarations
9AKK106713A4627Declaration of

Conformity - CE

Installation
9AKK10103A2549Instructions and

Manuals

Popular Downloads
9AKK10103A2549Data Sheet, Technical

Information

Classifications
EC000939 - Coupler for installation tubesETIM 8

EC000939 - Coupler for installation tubesETIM 9

Product Not in WEEE ScopeWEEE Category

Low Voltage Products and Systems  → Installation Materials  → Conduits & Accessories  → Accessories for Plastic Conduits  →
Conduit Extensions and Adaptors

Categories

2AJ25
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3AJ25
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