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Flexconi paisupaagi (2 - 25 l) paigaldamiseks seinale.

Eelised
Flexconsole, Flexcon sulgklapiga manomeeter, Flexvent sulgklapiga ujuventiil, 3,0
bar kaitseklapp ning Flexfast sulgklapp.

Kirjeldus Flexconsole Plus 3/4 exp.vessel 8-25L

Tellimuse kood 27996

EAN number 08712874279964

Mudel Flexconsole Plus

Ühendus A Rp 3⁄4"

B Rp 3⁄4"
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Klassifikatsioon üldandmed Klassifikatsiooni omadused
Etim grupp Pressure increase/decrease Tank size 2 - 25 l
Etim klass Paisupaagi konsool With automatic de-aerator Yes
Toote nimi Flexconsole Plus 3/4 exp.vessel 8-25L With pressure gauge Yes
Kaubamärk FLAMCO With pressure relief valve Yes
Toote tüüp Vessel Mounting Built-in pressure relief valve No
Artikelnummer 27996 With rapid coupling Yes
EAN number 08712874279964 Thread connection central

heating
Internal thread cylindrical
BSPP-G (ISO 228-1)

Thread connection, tank Internal thread cylindrical
BSPP-G (ISO 228-1)

Size of central heating thread
connection

3/4 inch

Size of tank thread connection 3/4 inch
Length of support arm 275 Millimetre
Centre distance, connections 1
and 2

195 Millimetre

Leidke võrgust rohkem teavet:
Kataloog PDF
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