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Extension spindle for ball valve Telescopic

• For ELGEF Plus ball valve d20-d110mm
• Extension spindle acc. to DVGW GW336
• Steel square connection 20x20mm for d20-75
• Steel square connection 25x25mm for d90-d110
• Continuously adjustable and self-supporting
• Pullout- and dirt-safe
• Rod hot-dip galvanized
• PE-casing and PE-centering cap with gasket
• Inclusive clip-pin out of stainless stell 

d-d
(mm)

Pipe cover Code L
(m)

SW
(mm)

20 ‐ 75 0.75-1.10 173 103 175 0.54 ‐ 0.93 12/14
20 ‐ 75 1.10-1.70 173 103 176 0.87 ‐ 1.55 12/14
20 ‐ 75 1.60-2.50 173 103 177 1.32 ‐ 2.39 12/14

90 ‐ 110 0.75-1.10 173 103 185 0.55 ‐ 0.85 27/32
90 ‐ 110 1.10-1.70 173 103 186 0.80 ‐ 1.38 27/32
90 ‐ 110 1.60-2.50 173 103 187 1.30 ‐ 2.33 27/32

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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