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Control station, Harmony XALD,
XALK, plastic, yellow, 1 red
mushroom head push button
40mm, emergency stop turn to
release, 1NO + 1 NC, unmarked

XALK178E

Tootevalik

Harmony XALK

Toote V6i Komponendi Tuiup

Complete control station

Seadme Lihinimi

XALK

Toote Otstarve

For XB5 @ 22 mm control and signalling units

Control Station Application

Emergency switching off function
Emergency stop function

Colour Of Base Of Enclosure

Light grey RAL 7035)

Colour Of Cover

Yellow RAL 1021)

Materjal

Polikarbonaat

Operator Profile

1 mushroom head push-button

Operators Description

Red unmarked 1 NO + 1 NC

Reset

Turn to release

Control Station Composition

1 mushroom head @ 40 mm push-button, red 1 NO + 1 NC unmarked

Contact Operation

Slow-break

Taiendav
Cable Entry 1 knock-out for cable entry 0...14 mm

2 knock-outs for Pg 13 cable gland and ISO M20 0...12 mm
Netokaal 0,194 kg

Resistance To High Pressure
Washer

7000000 Pa55°C0.1m

Positive Opening

With EN/IEC 60947-5-1 appendix K

Operating Travel

1,5 mm NC changing electrical state)
2,6 mm NO changing electrical state)
4,3 mm total travel)

Operating Force

44 N NC + NO changing electrical state

Mehaaniline Vastupidavus

300000 tsuklid

Connections - Terminals

Screw clamp terminals, <= 2 x 1.5 mm? with cable end EN/IEC 60947-1

Screw clamp terminals, >= 1 x 0.22 mm? without cable end EN/IEC 60947-1

Tightening Torque

0,8...1,2 N.m EN/IEC 60947-1

Shape Of Screw Head
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Rist Philips no 1

Rist pozidriv No 1
Slotted flat @ 4 mm
Slotted flat @ 5.5 mm
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Kontaktide Materjal

Silver alloy (Ag/Ni)

Short-Circuit Protection

10 A cartridge fuse gG EN/IEC 60947-5-1

[Ith] Conventional Free Air
Thermal Current

10 A EN/IEC 60947-5-1

[Ui] Rated Insulation Voltage

600 V 3)EN/IEC 60947-1

[Uimp] Rated Impulse Withstand
Voltage

6 kV EN/IEC 60947-1

[le] Rated Operational Current

3 A 240V, AC-15, A600 EN/IEC 60947-5-1

6 A 120 V, AC-15, A600 EN/IEC 60947-5-1
0,1 A 600V, DC-13, Q600 EN/IEC 60947-5-1
0,27 A 250 V, DC-13, Q600 EN/IEC 60947-5-1
0,55 A 125V, DC-13, Q600 EN/IEC 60947-5-1
1,2 A 600 V, AC-15, A600 EN/IEC 60947-5-1

Electrical Durability

1000000 tsiiklid, AC-15, 2 A 230 V 3600 tsiikkel/h 0,5 EN/IEC 60947-5-1 appendix C
1000000 tsuiklid, AC-15, 3 A 120 V 3600 tsiikkel/h 0,5 EN/IEC 60947-5-1 appendix C
1000000 tsiiklid, AC-15, 4 A 24 V 3600 tsiikkel/h 0,5 EN/IEC 60947-5-1 appendix C

1000000 tsiiklid, DC-13, 0,2 A 110 V 3600 tslikkel/h 0,5 EN/IEC 60947-5-1 appendix

Cc

1000000 tsiiklid, DC-13, 0,5 A 24 V 3600 tslikkel/h 0,5 EN/IEC 60947-5-1 appendix

Cc

Electrical Reliability

A\ < 10exp(-6) 5V, 1 mA EN/IEC 60947-5-4
N < 10exp(-8) 17 V, 5 mA EN/IEC 60947-5-4

Keskkond

Kaitsekaitlus TH
Ladustamise Umbritseva Ohu -40...70°C
Temperatuur

Valisohu Tootemperatuur -40...70 °C

Overvoltage Category

Class Il IEC 60536

Ip Degree Of Protection

IP66 IEC 60529
IP67

IP69

IP69K

Nema Degree Of Protection

NEMA 13
NEMA 4X

Ik Kaitseaste

IKO3vastabEN 50102

Standardid

EN/IEC 60947-5-4
CSA C22.2 No 14
UL 508

EN/IEC 60947-5-5
EN/ISO 13850
EN/IEC 60947-5-1
JIS C 4520

IEC 60364-5-53
EN/IEC 60947-1
EN/IEC 60204-1

Vibration Resistance

5gn 12...500 Hz)IEC 60068-2-6

Shock Resistance

30 gn 18 ms) half sine wave acceleration IEC 60068-2-27
50 gn 11 ms) half sine wave acceleration IEC 60068-2-27

Pakendilksused

Pakendi Taup 1 PCE
Uhikute Arv Pakendis 1 1
Package 1 Height 9,700 cm
Pakendi Laius 1 7,000 cm
Pakendi Pikkus 1 7,000 cm
Pakendi Kaal 1 170,000 g
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Pakendi Tilip 2 S03
Uhikute Arv Pakendis 2 40
Pakendi Korgus 2 30,000 cm
Pakendi Laius 2 30,000 cm
Pakendi Pikkus 2 40,000 cm
Pakendi Kaal 2 7,180 kg
Pakendi Taup 3 P06
Uhikute Arv Pakendis 3 320
Pakendi Korgus 3 75,000 cm
Pakendi Laius 3 60,000 cm
Pakendi Pikkus 3 80,000 cm
Pakendi Kaal 3 67,644 kg

Contractual warranty

Garantii
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Green Premium™ o6komargistus on Schneider Electricu kohustus pakkuda tooteid oma klassi
parima keskkonnatoimega. Green Premium lubab jargida uusimaid maarusi, keskkonnamdjude
labipaistvust ning ringid- ja madala CO,-heitega tooteid.

Toote jatkusuutlikkuse hindamise juhend on valge raamat, mis selgitab globaalseid 6koméargise
standardeid ja seda, kuidas keskkonnadeklaratsioone tdlgendada.

Labipaistvus RoHS/REACh

Heaolu tulemuslikkus

llma Svhc Reach-Ta

Mirgiste Raskemetallideta

Elavhobedavaba

Rohs Eranditeave

Sertifikaadid ja standardid

Reach-Maarus

Eli Rohs Direktiiv Ennetav vastavus (toode ei jad EL-i RoHS seadustega maaratud piiridesse)

Hiina Eohs Regulatsioon
Keskkonnaalane Avaldus

Weee Tootest tuleb Euroopa Liidu turgudel vabaneda vastavuses erijadtmeseadustele ning
see ei tohi sattuda olmepriigi sekka.

Ringlusprofiil
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https://www.se.com/ee/et/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/ee/et/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/ee/et/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/ee/et/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/ee/et/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/ee/et/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_ROHS_DECLARATION&p_FileName=XALK178E_ROHS_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_ROHS_DECLARATION&p_FileName=XALK178E_ROHS_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_ROHS_DECLARATION&p_FileName=XALK178E_ROHS_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_REACH_DECLARATION&p_FileName=XALK178E_REACH_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_REACH_DECLARATION&p_FileName=XALK178E_REACH_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_REACH_DECLARATION&p_FileName=XALK178E_REACH_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=XALK178E_ROHS_DECLARATION&p_FileName=XALK178E_ROHS_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=XALK178E_ROHS_DECLARATION&p_FileName=XALK178E_ROHS_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=XALK178E_ROHS_DECLARATION&p_FileName=XALK178E_ROHS_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_ROHS_CHINA_DECLARATION&p_FileName=XALK178E_ROHS_CHINA_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_ROHS_CHINA_DECLARATION&p_FileName=XALK178E_ROHS_CHINA_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALK178E_ROHS_CHINA_DECLARATION&p_FileName=XALK178E_ROHS_CHINA_DECLARATION_EE_et-EE.pdf
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1806010EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1806010EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1806010EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1806010EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1806010EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1806010EN
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Dimensions Drawings

Dimensions
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(1) 2 knock-outs for Pg 13.5 cable gland, maximum capacity 12 mm/0.47 in.
(2) Knock-out for cable entry, maximum capacity 14 mm/0.55 in.

Control station fitted with: cinmm cinin.
Flush pushbutton 62 2.44
Pilot light 64 2.52
llluminated pushbutton 65.5 2.58
Projecting pushbutton 66 2.60
Selector switch 80 3.15
Mushroom head pushbutton 91.5 3.58
Latching mushroom head Emergency stop pushbutton wit h key | 115 4.53
Key switch 105.5 4.15
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